
 
 

 

Instruction Disclaimer 
 

 
Dennis Kirk provides instructions to help our customers better understand how to install the 
products we sell. The instructions are exact copies of what the manufacturer includes with the 
product being sold. 
 
That means the quality and accuracy of the instructions is solely dependent on what the 
manufacturer produces. We do our best to make the text legible and the pictures viewable. 
However, the end result depends largely on the quality of instructions the manufacturer 
provides. 
 
Therefore, you will find that some instructions are not of the highest quality. Sometimes text is 
hard to read and pictures are not easy to see. At times you will find the overall look of the 
instructions to be less than professional. However, we feel it is better to provide what we have 
rather than provide nothing at all. 
 
To the best of our knowledge the instructions and application information contained in the 
instructions is accurate. However, Dennis Kirk assumes no liability related to any errors that 
may be contained in the copy of the manufacturer’s instructions we provide. Buyers are solely 
responsible to insure that product use is consistent with their application. 
 
If you have any questions please contact us at customerservice@denniskirk.com or  
800-969-7501 so we can further assist you regarding additional product information or any other 
business related questions. 
 
Thank you for doing business with Dennis Kirk. 



 
 
DIRECTIONS:  
 
1. Spray vehicle with water to lower surface 
temperatures (Moose Juice works by clinging to 
surface and softening dirt/mud). A surface cool to 
the touch allows product to stay wet & soften 
longer. 
 
2. Apply to all surfaces with a left to right or up & 
down pattern. (100% coverage is needed for best 
results) 
 
3. Adjust water hose spray nozzle to mist and 
keep applied product wet for 2-4 minutes, while it 
softens dirt, mud, etc... Note: Do not allow to dry, 
must be wet to work. 
 
4. After 2-4 minutes misting and softening, adjust 
hose spray nozzle to blast or jet spray. Direct jet 
spray to all the covered surfaces to rinse off 
softened mud, dirt and grime. 
 
5. Dry with blower, towel or wind and sun dry.  
 
Note: You have safely cleaned all surfaces, 
without diminishing the condition of any surface 
on your vehicle. 


